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All speci�cations are subject to change without notice.

In-Vehicle Com
puting

VBOX-3610-M12X
Intel Gen5 Core i7-5650U CPU with HD 6000 GPU / 2 x M12 LAN with X-Codes 
On-Board Computer

Intel Core i7-5650U / Core i3-5010U
Wireless support LTE, 3.5G w/ Dual SIM Cards,
WLAN, GPS Dead Reckoning, GSM/GPRS, BT
9V - 36V DC Power Input
Vehicle Power Ignition for Variety Vehicle
Dual Hot Swappable SATA Storage
1 x CAN Bus 2.0B (Optional)
2 x M12 LAN Ports with X-codes

Features

Power Ignition

Delay Time

Wireless

Wide Range

Battery Backup

Taiwan Patent No. M448011
Taiwan Patent No. M447854

System

I/O

CPU

Memory

Chipset
LAN Chipset

Audio

Watchdog

Intel Gen 5 Core i7-5650U 2.2GHz up to 3.1GHz

Intel Gen 5 Core i3-5010U 2.1GHz

Intel Gen 4 Core i7-4650U 1.7GHz up to 3.3GHz

Intel Gen 4 Core i5-4300U 1.9GHz up to 2.9GHz

Intel Gen 4 Core i3-4010U 1.7GHz

Intel Gen 4 Dual Core Celeron 2980U 1.6GHz

2 x DDR3L 1600 MHz SO-DIMM up to 16GB

N/A

Intel I210-AT Gb/s Ethernet Controllers Onboard 

Support PXE and WOL

Realtek ALC662 HD Codec Onboard

Watchdog Timer Support, Offer 1 – 255 Step

Serial Port

USB Port

LAN
Video Port

DIO Port

Audio

SIM Card Socket

4 x RS-232 (2 with RS-422/485 (Auto Direction Control))

2 x USB 3.0 Ports, 2 x USB 2.0 Ports

2 x M12 Ports for GbE w/M12 X-code (option A-code)

1 x DVI-I*, 1 x VGA and 1 x DP

(support Triple Independent Display)

4 In and 4 Out 

1 x Line-out and 1 x Mic-in (Line-in Optional)

2 x SIM Card Sockets Supported Onboard with eject

* Use only with Single Link DVI Cables.

Graphics
Graphics

Resolution

Intel® HD Graphics 6000 / 5000 

DirectX Video Acceleration (DXVA) for Accelerating Video

Processing - Full AVC/VC1/MPEG2 HW Decode 

Supports DirectX 11/10.1/10/9 and OpenGL 4.0

Up to 3840 x 2160@60Hz (DP)

Power Requirement
Power Input

Power Protection

Power Management

Power Off Control

Battery (UPS)

9V - 36V DC Power Input

Automatics Recovery Short Circuit Protection

Vehicle Power Ignition for Variety Vehicle

Power off Delay Time Setting by BIOS and Software

Internal Battery Kit for 10 Mins Operating (Optional)

Patent No. : M447854 - Build-in Battery

Mechanical
Construction

Mounting

Weight

Dimensions

Aluminum Alloy

Supports Both of Wall-mount/VESA-mount

1780 g (Barebone)

250 x 150 x 55 mm

Ordering Information
Part Number

Description

VBOX-3610-M12X-000

Intel Gen5 Core i7-5650U CPU with HD 6000 GPU / 

2 x M12 LAN On-Board Computer

Environmental
Operating Temp.

Storage Temp.

Relative Humidity

Vibration(random)

Vibration Operating

Truck Storage

Shock

Crash Hazard

Certifications

-40ºC ~ 70ºC (Default CPU 17Watt) 

-40ºC ~ 80ºC

0% RH – 95% RH

2.5g@5~500 Hz with SSD

MIL-STD-810G, Method 514.5, Category 20,

Ground Vehicle-Highway

MIL-STD-810G, Method 514.5, Category 24, Integrity Test

Operating: MIL-STD-810G, Method 516.5, Procedure I,

Trucks and semi-trailers=15G (11ms) with SSD

MIL-STD-810G, Method 516.5, Procedure V, 

Ground equipment=100g

CE, FCC Class A, EMark Compliance, EN50155, EN50121

Storage
Type 2 x 2.5” Drive Bay for SATA Type HDD/SSD, Support RAID 0, 1

1 x SATA DOM
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In-Vehicle Com
puting

All speci�cations are subject to change without notice.

System

I/O

CPU

Memory

Chipset
LAN Chipset

Audio

Watchdog

Intel Gen 5 Core i7-5650U 2.2GHz up to 3.1GHz

Intel Gen 5 Core i3-5010U 2.1GHz

Intel Gen 4 Core i7-4650U 1.7GHz up to 3.3GHz

Intel Gen 4 Core i5-4300U 1.9GHz up to 2.9GHz

Intel Gen 4 Core i3-4010U 1.7GHz

Intel Gen 4 Dual Core Celeron 2980U 1.6GHz

2 x DDR3L 1600 MHz SO-DIMM up to 16GB

N/A

Intel I210-AT Gb/s Ethernet Controllers Onboard 

Support PXE and WOL

Realtek ALC662 HD Codec Onboard

Watchdog Timer Support, Offer 1 – 255 Step

Serial Port

USB Port

LAN
Video Port

DIO Port

Audio

SIM Card Socket

4 x RS-232 (2 with RS-422/485 (Auto Direction Control))

2 x USB 3.0 Ports, 2 x USB 2.0 Ports

2 x RJ45 Ports for GbE

1 x DVI-I, 1 x VGA and 1 x DP

(support Triple Independent Display)

4 In and 4 Out 

1 x Line-out and 1 x Mic-in (Line-in Optional)

2 x SIM Card Sockets Supported Onboard with eject

Graphics
Graphics

Resolution

Intel® HD Graphics 6000 / 5000 

DirectX Video Acceleration (DXVA) for Accelerating Video

Processing - Full AVC/VC1/MPEG2 HW Decode 

Supports DirectX 11/10.1/10/9 and OpenGL 4.0

Up to 4096 x 2304

Power Requirement
Power Input

Power Protection

Power Management

Power Off Control

Battery (UPS)

9V - 36V DC Power Input

Automatics Recovery Short Circuit Protection

Vehicle Power Ignition for Variety Vehicle

Power off Delay Time Setting by BIOS and Software

Internal Battery Kit for 10 Mins Operating (Optional)

Patent No. : M447854 - Build-in Battery

Mechanical
Construction

Mounting

Weight

Dimensions

Aluminum Alloy

Supports Both of Wall-mount/VESA-mount

1780 g (Barebone)

250 x 150 x 55 mm

Ordering Information
Part Number

Description

VBOX-3610-i7-5650U

Intel Gen5 Core i7-5650U CPU with HD 6000 GPU

On-Board Computer

VBOX-3610
Intel Gen5 Core i7-5650U CPU with HD 6000 GPU On-Board Computer

Intel Core i7-5650U / Core i3-5010U
Wireless support LTE, 3.5G w/ Dual SIM Cards,
WLAN, GPS Dead Reckoning, GSM/GPRS, BT
9V - 36V DC Power Input
Smarter Vehicle Power Ignition for Variety Vehicle
Dual Hot Swappable SATA Storage
1 x CAN Bus 2.0B (Optional)
IEC60945 Maritine Certified

Features

Environmental
Operating Temp.

Storage Temp.

Relative Humidity

Vibration(random)

Vibration Operating

Truck Storage

Shock

Crash Hazard

Certifications

-40ºC ~ 70ºC (Default CPU 17Watt) 

-40ºC ~ 80ºC

0% RH – 95% RH

2.5g@5~500 Hz with SSD

MIL-STD-810G, Method 514.5, Category 20,
Ground Vehicle-Highway

MIL-STD-810G, Method 514.5, Category 24, Integrity Test

Operating: MIL-STD-810G, Method 516.5, Procedure I,
Trucks and semi-trailers=15G (11ms) with SSD

MIL-STD-810G, Method 516.5, Procedure V, 
Ground equipment=100g

CE, FCC Class A, EMark Compliance, EN50155, EN50121,
IEC60945 4th Edition, DNV 2.4

Power Ignition

Delay Time

Wireless

Wide Range

Battery Backup

Taiwan Patent No. M448011
Taiwan Patent No. M447854

Storage
Type 2 x 2.5” Drive Bay for SATA Type HDD/SSD, Support RAID 0, 1

1 x SATA DOM
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All speci�cations are subject to change without notice.

In-Vehicle Com
puting

System

I/O

CPU

Memory

Chipset
LAN Chipset

Audio

Watchdog

Intel Gen 5 Core i7-5650U 2.2GHz up to 3.1GHz

Intel Gen 5 Core i3-5010U 2.1GHz

Intel Gen 4 Core i7-4650U 1.7GHz up to 3.3GHz

Intel Gen 4 Core i5-4300U 1.9GHz up to 2.9GHz

Intel Gen 4 Core i3-4010U 1.7GHz

Intel Gen 4 Dual Core Celeron 2980U 1.6GHz

2 x DDR3L 1600 MHz SO-DIMM up to 16GB

N/A

Intel I210-AT Gb/s Ethernet Controllers Onboard 

Support PXE and WOL

Realtek ALC662 HD Codec Onboard

Watchdog Timer Support, Offer 1 – 255 Step

Serial Port

USB Port

LAN
Video Port

DIO Port

Audio

SIM Card Socket

3 x RS-232 (2 with RS-422/485 (Auto Direction Control))

2 x USB 3.0 Ports, 2 x USB 2.0 Ports

4 x M12 Ports for GbE POE (IEEE802.3AF/AT 15.4W per port)

1 x DVI-I*, 1 x DP Port, 1, VGA

(Support Triple Independent Display)

4 In and 4 Out 

1 x Line-out and 1 x Mic-in (Line-in Optional)

1 x SIM Card Socket Supported Onboard with eject

Graphics
Graphics

Resolution

Intel® HD Graphics 5000 / 6000 

DirectX Video Acceleration (DXVA) for Accelerating Video

Processing - Full AVC/VC1/MPEG2 HW Decode 

Supports DirectX 11/10.1/10/9 and OpenGL 4.0

Up to 4096 x 2304

Power Requirement
Power Input

Power Protection

Power Management

Power Off Control

Battery (UPS)

9V - 36V DC Power Input

Automatics Recovery Short Circuit Protection

Vehicle Power Ignition for Variety Vehicle

Power off Delay Time Setting by Software and BIOS

Internal Battery Kit for 10 Mins Operating (Optional)

Patent No. : M447854 - Build-in Battery 

Mechanical
Construction

Mounting

Weight

Dimensions

Aluminum Alloy

Supports Both of Wall-mount/VESA-mount

1780 g (Barebone)

250 x 150 x 55 mm

Ordering Information
Part Number

Description

763610000100

Intel Gen5 Core i7-5650U CPU with 4x POE Ports 

On-Board Computer

VBOX-3610-POE
Intel Gen5 Core i7-5650U CPU with 4x POE Ports On-Board Computer

Intel Core i7-5650U / Core i3-5010U
Wireless support LTE, 3.5G w/ SIM Card, WLAN
GPS Dead Reckoning, GSM/GPRS, BT
4 x Power Over Ethernet (POE)
Smarter Vehicle Power Ignition for Variety Vehicle
Support Dual Hot Swappable SATA Storage
Support 1 x CAN Bus 2.0B (Optional)

Features

Environmental
Operating Temp.

Storage Temp.

Relative Humidity

Vibration(random)

Vibration Operating

Truck Storage

Shock

Crash Hazard

Certifications

-40ºC ~ 70ºC (Default CPU 17Watt) 

-40ºC ~ 80ºC

0% RH – 95% RH

2.5g@5~500 Hz with SSD

MIL-STD-810G, Method 514.5, Category 20,

Ground Vehicle-Highway

MIL-STD-810G, Method 514.5, Category 24, Integrity Test

Operating: MIL-STD-810G, Method 516.5, Procedure I,

Trucks and semi-trailers=15G (11ms) with SSD

MIL-STD-810G, Method 516.5, Procedure V, 

Ground equipment=100g

CE, FCC Class A, E-13, EN50155, EN50121

Power Ignition

Delay Time

Wireless

Wide Range

Battery Backup

Taiwan Patent No. M448011
Taiwan Patent No. M447854

Storage
Type 2 x 2.5” Drive Bay for SATA Type HDD/SSD, Support RAID 0, 1

1 x mSATA

* Use only with Single Link DVI Cables.
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All speci�cations are subject to change without notice.

In-Vehicle Com
puting

VBOX-3610-V4
Intel Core i7-5650U Hybrid Mobile DVR Surveillance with 4 Channel Camera
On-Board Computer

Intel Core i7-5650U / Core i3-5010U
Wireless Support LTE, 3.5G w/ Dual SIM Cards,
WLAN, GPS DR & G-Sensor, GSM/GPRS, BT
9V - 36V DC Input Smarter Vehicle Power Ignition 
4 Channel D1 Resolution@120fps for Analog Camera
2 IP Digital Cameras
Dual Hot Swappable SATA Storage with RAID 0,1
1 x CAN Bus 2.0B (Optional)

Features

System
CPU

Memory

Watchdog

Intel Gen 5 Core i7-5650U 2.2GHz up to 3.1GHz

Intel Gen 5 Core i3-5010U 2.1GHz

2 x DDR3L 1600 MHz SO-DIMM up to 16GB

1 ~ 255 Level Reset

Serial Port

USB Port

LAN

Video Port

DIO Port

Audio

SIM Card Socket

3 x RS-232 (2 with RS-422/485 (Auto Direction Control))

2 x USB 3.0 and 2 x USB 2.0 Ports

2 x RJ45 Ports for GbE

1 x VGA, 1 x DVI-I* and 1x HDMI

4 In and 4 Out

1 x Line-out and 1 x Mic-in (Line-in Optional)

2 x SIM Card Sockets Supported Onboard with eject

Power Requirement
Power Input

Power Protection

Power Management

Power Off Control

Battery (UPS)

9V - 36V DC Power Input 

Automatics Recovery Short Circuit Protection

Vehicle Power Ignition for Variety Vehicle

Power off Delay Time Setting by BIOS and Software

Internal Battery Kit for 10 Mins Operating (Optional)

Patent No. : M447854 - Build-in Battery 

Storage
Type 2 x 2.5” Drive Bay for SATA Type HDD/SSD, Support RAID 0, 1

1 x SATA DOM

Ordering Information
Part Number

Description

VBOX-3610-V4-000

Intel Core i7-5650U Hybrid Mobile DVR Surveillance with 

4 Channel Camera On-Board Computer

Environmental & Mechanical
Operating Temp.

Storage Temp.

Relative Humidity

Vibration(random)

Vibration Operating

Truck Storage

Shock

Crash Hazard

Construction

Weight

Dimensions

Certifications

-40 ~ 70ºC (SSD), ambient w/ air

-40 ~ 80ºC

10 ~ 95% (non-condensing)

2.5g@5~500 Hz with SSD

MIL-STD-810G, Method 514.5, Category 20,

Ground Vehicle-Highway, EN61373 

MIL-STD-810G, Method 514.5, Category 24, Integrity Test

Operating: MIL-STD-810G, Method 516.5, Procedure I,

Trucks and semi-trailers=15G (11ms) with SSD

MIL-STD-810G, Method 516.5, Procedure V, 

Ground equipment=100g

Aluminum Alloy

1780 g (Barebone)

250 x 150 x 55 mm

CE, FCC Class A, EMark Compliance, EN50155, EN50121

Mobile DVR Specification 

I/O

Video Input

Video Recording

Video Display

Resolution Format

(S/W MPEG4 or

 S/W H.264)

Audio Input

Audio Format

Software

4 Channels (4 x BNC Connectors)

Total 120FPS (NTSC), 100FPS (PAL) @ D1 Real-Time

Total 120FPS (NTSC), 100FPS (PAL) @ D1

        NTSC                                     PAL

  720x480x30FPS                  720x576x25FPS

  704x480x30FPS                  704x576x25FPS 

  640x480x30FPS                  640x576x25FPS

  720x240x30FPS                  720x288x25FPS

  704x240x30FPS                  704x288x25FPS

  640x240x30FPS                  640x288x25FPS

  360x240x30FPS                  360x288x25FPS

  352x240x30FPS                  352x288x25FPS

  320x240x30FPS                  320x288x25FPS

1 Channel

MONO / 8 ~ 16BITS / 8000 ~ 48000HZ

SDK for Windows XP, 7, Linux Ubuntu 14.04 above

* Use only with Single Link DVI Cables.

Power Ignition

Delay Time

Wireless

Wide Range

Battery Backup

Taiwan Patent No. M448011
Taiwan Patent No. M447854
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All speci�cations are subject to change without notice.

In-Vehicle Com
puting

System

I/O

CPU

Memory

Chipset

LAN Chipset

Audio

Watchdog

Intel Gen 3 Core i7-3517UE 1.7GHz

Intel Gen 3 Core i3-3217UE 1.6GHz

Intel Gen 3 Celeron Dual Core 1047UE 1.4GHz

1 x DDR3 1066/1333/1600 MHz SO-DIMM up to 8GB

QM77

Intel I210-AT Gb/s Ethernet Controllers Onboard 

Support PXE and WOL

Realtek ALC662 HD Codec Onboard

Watchdog Timer Support, Offer 1 – 255 Step

Serial Port

USB Port

LAN

Video Port

DIO Port

Audio

SIM Card Socket

4 x RS-232 (2 with RS-485 (Auto Direction Control))

4 x USB 3.0 Ports, 1 x USB 2.0 Ports for Internal

4 x RJ45 Ports for GbE

1 x DVI-I* + VGA Connector on Rear I/O

1 x DP Port Connector on Rear I/O 

(Support Dual Independent Display)

4 In and 4 Out 

1 x Line-out and 1 x Mic-in (Line-in Optional)

2 x SIM Card Sockets Supported Onboard with eject

Graphics
Graphics

Resolution

Intel® HD Graphics 4000 

DirectX Video Acceleration (DXVA) for Accelerating Video

Processing - Full AVC/VC1/MPEG2 HW Decode 

Supports DirectX 11/10.1/10/9 and OpenGL 3.0

Up to 1920x1200

Power Requirement
Power Input

Power Protection

Power Management

Power Off Control

Battery (UPS)

9V - 32V DC Power Input

Automatics Recovery Short Circuit Protection

Vehicle Power Ignition for Variety Vehicle

Power off Delay Time Setting by Software

Internal Battery Kit for 10 Mins Operating (Optional)

Patent No. : M447854 - Build-in Battery 

Mechanical
Construction

Mounting

Weight

Dimensions

Aluminum Alloy

Supports Both of Wall-mount/VESA-mount

1780 g (Barebone)

250 x 150 x 55 mm

Ordering Information
Part Number

Description

763600000100

Intel Gen3 Core i7 CPU 1.7GHz with HD 4000 GPU

On-Board Computer

VBOX-3600
Intel Gen3 Core i7 CPU 1.7GHz with HD 4000 GPU On-Board Computer

Intel Gen 3 Core i7-3517UE 1.7GHz 
Wireless Support LTE, 3.5G w/ Dual SIM Cards,
WLAN, GPS Dead Reckoning & G-Sensor,
GSM/GPRS, BT
9V - 32V DC Power Input 
Smarter Vehicle Power Ignition for Variety Vehicle 
Dual Hot Swappable SATA Storage
1 x CAN Bus 2.0B (Optional)

Features

Environmental
Operating Temp.

Storage Temp.

Relative Humidity

Vibration(random)

Vibration Operating

Truck Storage

Shock

Crash Hazard

Certifications

-40ºC ~ 70ºC (Default CPU 17Watt) 

-40ºC ~ 80ºC

0% RH – 95% RH

2.5g@5~500 Hz with SSD

MIL-STD-810G, Method 514.5, Category 20,

Ground Vehicle-Highway

MIL-STD-810G, Method 514.5, Category 24, Integrity Test

Operating: MIL-STD-810G, Method 516.5, Procedure I,

Trucks and semi-trailers=15G (11ms) with SSD

MIL-STD-810G, Method 516.5, Procedure V, 

Ground equipment=100g

CE, FCC Class A, EMark Compliance, EN50155

Power Ignition

Delay Time

Wireless

Wide Range

Battery Backup

Taiwan Patent No. M448011
Taiwan Patent No. M447854

Storage
Type 2 x 2.5” Drive Bay for SATA Type HDD/SSD, Support RAID 0, 1

1 x SATA DOM

* Use only with Single Link DVI Cables.

Intel Gen 3 Core i7-3517UE 1.7GHz
Wireless Support LTE, 3.5G w/ Dual SIM Cards, WLAN,
GPS Dead Reckoning & G-Sensor, GSM/GPRS, BT
9V - 32V DC Input Smarter Vehicle Power Ignition 
4 Channel D1 Resolution @120fps for Analog Cameras
4 IP Digital Cameras
Dual Hot Swappable SATA Storage with RAID 0,1
1 x CAN Bus 2.0B (Optional)
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All speci�cations are subject to change without notice.

In-Vehicle Com
puting

VBOX-3600-V4

System
CPU

Memory

Chipset

Watchdog

Intel Gen 3 Core i7-3517UE 1.7GHz

1 x DDR3 1066/1333/1600 MHz SO-DIMM up to 8 GB

QM77

1 ~ 255 Level Reset

Serial Port

USB Port

LAN

Video Port

DIO Port

Audio

SIM Card Socket

3 x RS-232 (2 with RS-485 (Auto Direction Control))

4 x USB 3.0 Ports, 1 x USB 2.0 Port for Internal

4 x RJ45 Ports for GbE

1 x DVI-I* + VGA, 1 x DP Connectors on Rear I/O

4 In and 4 Out

1 x Line-out and 1 x Mic-in (Line-in Optional)

2 x SIM Card Sockets Supported Onboard with eject

Power Requirement
Power Input

Power Protection

Power Management

Power Off Control

Battery (UPS)

9V - 32V DC Power Input 

Automatics Recovery Short Circuit Protection

Vehicle Power Ignition for Variety Vehicle

Power off Delay Time Setting by Software, Default is 5 Mins

Internal Battery Kit for 10 Mins Operating (Optional)

Patent No. : M447854 - Build-in Battery 

Storage
Type 2 x 2.5” Drive Bay for SATA Type HDD/SSD, Support RAID 0, 1

1 x SATA DOM

Ordering Information
Part Number

Description

763600000101

Intel Core i7-3517 Hybrid Mobile DVR Surveillance with

4 Channel Camera On-Board Computer

Intel Core i7-3517UE Hybrid Mobile DVR Surveillance with 4 Channel Camera
On-Board Computer

Intel Gen 3 Core i7-3517UE 1.7GHz
Wireless Support LTE, 3.5G w/ Dual SIM Cards, WLAN,
GPS Dead Reckoning & G-Sensor, GSM/GPRS, BT
9V - 32V DC Input Smarter Vehicle Power Ignition 
4 Channel D1 Resolution @120fps for Analog Cameras
4 IP Digital Cameras
Dual Hot Swappable SATA Storage with RAID 0,1
1 x CAN Bus 2.0B (Optional)

Features

Environmental & Mechanical
Operating Temp.

Storage Temp.

Relative Humidity

Vibration(random)

Vibration Operating

Truck Storage

Shock

Crash Hazard

Construction

Weight

Dimensions

Certifications

-40 ~ 70ºC (SSD), ambient w/ air

-40 ~ 80ºC

10 ~ 95% (non-condensing)

2.5g@5~500 Hz with SSD

MIL-STD-810G, Method 514.5, Category 20,

Ground Vehicle-Highway, EN61373 

MIL-STD-810G, Method 514.5, Category 24, Integrity Test

Operating: MIL-STD-810G, Method 516.5, Procedure I,

Trucks and semi-trailers=15G (11ms) with SSD

MIL-STD-810G, Method 516.5, Procedure V, 

Ground equipment=100g

Aluminum Alloy

1780 g (Barebone)

250 x 150 x 55 mm

CE, FCC Class A, EMark Compliance, EN50155, EN50121

Mobile DVR Specification 

I/O

Video Input

Video Recording

Video Display

Resolution Format

(S/W MPEG4 or

 S/W H.264)

Audio Input

Audio Format

Software

4 Channels (4 x BNC Connectors)

Total 120FPS (NTSC), 100FPS (PAL) @ D1 Real-Time

Total 120FPS (NTSC), 100FPS (PAL) @ D1

        NTSC                                     PAL

  720x480x30FPS                  720x576x25FPS

  704x480x30FPS                  704x576x25FPS 

  640x480x30FPS                  640x576x25FPS

  720x240x30FPS                  720x288x25FPS

  704x240x30FPS                  704x288x25FPS

  640x240x30FPS                  640x288x25FPS

  360x240x30FPS                  360x288x25FPS

  352x240x30FPS                  352x288x25FPS

  320x240x30FPS                  320x288x25FPS

1 Channel

MONO / 8 ~ 16BITS / 8000 ~ 48000HZ

SDK for Windows XP, 7, Linux 2.6.20 or Higher

Power Ignition

Delay Time

Wireless

Wide Range

Battery Backup

Taiwan Patent No. M448011
Taiwan Patent No. M447854

* Use only with Single Link DVI Cables.
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In-Vehicle Com
puting

System

I/O

CPU

Memory

Chipset

LAN Chipset

Audio

Watchdog

AMD G-T56N Dual Core 1.65GHz

AMD G-T40E Dual Core 1.0GHz (Optional)

AMD G-T48E Dual Core 1.4GHz (Optional)

2 x DDR3 1333MHz SO-DIMM up to 8GB

AMD A50M Controller Hub

2 x Realtek RTL8111E Gb/s Ethernet Onboard

Support PXE and Wake On Lan

Realtek ALC662 HD Codec Onboard

1 ~ 255 Level Reset

Serial Port

USB Port

LAN

Video Port

DIO Port

Audio

SIM Card Socket

2 x RS-232 with RS-422/485 (Auto Direction Control)

4 x USB 2.0 Ports on Front I/O

2 x M12 Connectors for GbE

1 x DVI-I*

4 in and 2 out with Relay 12V / 80mA

1 x Line-out, 1 x Mic-in and 1 x Line-in 

2 x SIM Card Sockets Supported Onboard

Graphics
Graphics

Resolution

AMD G-T56N Radeon HD 6320

UVD3 Hardware Video Decoder - MPEG2, MPEG4, H.264

Up to  2560 x 1600 @85Hz

Power Requirement
Power Input

Power Protection

Power Management

Power Off Control

Battery (UPS)

9V - 32V DC Power Input 

Automatics Recovery Short Circuit Protection

Vehicle Power Ignition for Variety Vehicle

Power off Delay Time Setting by Software, Default is 5 Mins

Internal Battery Kit for 10 Mins Operating (Optional)

Patent No. : M447854 - Build-in Battery

Qualification
Certifications CE, FCC Class A, EN50155, EN50121, eMark Compliance

Mechanical
Construction

Mounting

Weight

Dimensions

Aluminum Alloy

Supports Both of Wall-mount/VESA-mount

1780 g (Barebone)

250 x 150 x 55 mm

Ordering Information
Part Number

Description

763200011013

AMD G-T56N Dual Core APU with Radeon HD 6320 IP65

On-Board Computer

Environmental
Operating Temp.

Storage Temp.

Relative Humidity

IP Rating

Vibration(random)

Vibration Operating

Truck Storage

Shock

Crash Hazard

-40 ~ 70ºC (SSD), ambient w/ air

-40 ~ 80ºC

10 ~ 95% (non-condensing)

IP65

2.5g@5~500 Hz with SSD

MIL-STD-810G, Method 514.5, Category 20,

Ground Vehicle-Highway, EN61373 

MIL-STD-810G, Method 514.5, Category 24, Integrity Test

Operating: MIL-STD-810G, Method 516.5, Procedure I,

Trucks and semi-trailers=15G (11ms) with SSD

MIL-STD-810G, Method 516.5, Procedure V, 

Ground equipment=100g

Storage
Type 1 x 2.5” Drive Bay for SATA Type Hard Disk Drive / SSD

1 x SATA DOM

* Use only with Single Link DVI Cables.

VBOX-3200-IP65
AMD G-T56N Dual Core APU with Radeon HD 6320 IP65 On-Board Computer

AMD G-T56N Dual Core APU with HD 6320
Wireless Support LTE, 3.5G, WLAN, GPS,
GSM/GPRS, Bluetooth
9V - 32V DC Power Input 
Smarter Vehicle Power Ignition for Variety Vehicle 
4 x DI / 2 x DO with Relay 12V / 80mA
IP65 Level for Water and Dust Proof

Features

Power Ignition

Delay Time

Wireless

Wide Range

Battery Backup

Taiwan Patent No. M448011
Taiwan Patent No. M447854
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In-Vehicle Com
puting

VBOX-3150
Intel Haswell Celeron 2980U/i3-4010U CPU with 2 x PoE/ 1 x GbE with vPro/
4 x COM In-Vehicle Computer

Intel Gen4 Celeron 2980U/i3-4010U
Wireless support LTE, 3.5G, WLAN, GPS,
GSM/GPRS, Bluetooth
2 x PoE 802.3af & 1 x GbE with iAMT9.5
Input 9-36V with Ignition for Variety Vehicle 
4 x RS-232 (COM1&COM2 with RS-232/422/485)
1 x DVI, 1 x HDMI, 1 x VGA

Features

Power Ignition

Wireless

Wide Range

Battery Backup

Taiwan Patent No. M447854

System
CPU

Memory

Graphics

ATA

LAN Chipset

Watchdog

Intel Gen4 Core i3-4010U 1.7GHz

Intel Gen4 Dual Core 2980U 1.6 GHz

(Optional i5, i7)

1 x DDR3L-1600 SO-DIMM up to 8GB

Intel HD Graphics

2 x Serial ATA 2.0 Ports with 6Gb/s HDD Transfer Rate

2 x Intel i210-AT Gigabit Ethernet with PoE 802.3af

1 x Intel i-218LM GbE support vPro (iAMT9.5 w/ i5, i7 only)

1 ~ 255 Level Reset

Serial Port

USB Port

LAN

Video Port

GPIO Port

Audio

Expansion Bus

Antenna

SIM Card Socket 

4 x RS-232 (2 with RS-232/422/485)

2 x USB 3.0 and 1 x USB 2.0 Ports 

3 x RJ45 Ports for GbE (2 x PoE 802.3at, 1 x support vPro)

1 x HDMI, 1 x DVI-I* and 1 x VGA

4 In and 4 Out

Mic-in/Line-out (option 2 x Line--out)

4 x Mini-card Slots

4 x SMA-type External Antenna Connectors for LTE / WLAN

/ UMTS / GSM / GPRS / GPS / Bluetooth

2 x SIM Card Sockets Supported Onboard with eject

Power Requirement
Power Input

Power Management

Power Off Control

Battery (UPS)

9V - 36V DC Power Input 

Vehicle Power Ignition for Variety Vehicle

Power off Delay Time Setting by BIOS and Software

Internal Battery Kit for 10 Mins Operating (Optional)

Patent No. : M447854 - Build-in Battery 

Storage
Type 1 x 2.5” Drive Bay for SATA Type Hard Disk Drive / SSD

1 x SATA DOM

Mechanical
Construction

Mounting

Weight

Dimensions

Aluminum Alloy

Wall-mount, VESA-mount, Din Rail Mounting Kit

1406 g

229 x 161 x 65 mm

Ordering Information
Part Number

Description

763150010000

Intel Haswell Celeron 2980U/i3-4010U CPU with 2 x PoE/ 

1 x GbE with vPro/ 4 x COM In-Vehicle Computer

Environmental
Operating Temp.

Storage Temp.

Relative Humidity

Vibration(random)

Vibration Operating

Truck Storage

Shock

Crash Hazard

Certifications

-40 ~ 70ºC (SSD), ambient w/ air

-40 ~ 80ºC

10 ~ 90% (non-condensing)

2.5g@5~500 Hz with SSD

MIL-STD-810G, Method 514.5, Category 20,

Ground Vehicle-Highway 

MIL-STD-810G, Method 514.5, Category 24, Integrity Test

Operating: MIL-STD-810G, Method 516.5, Procedure I,

Trucks and semi-trailers=15G (11ms) with SSD

MIL-STD-810G, Method 516.5, Procedure V, 

Ground equipment=100g

CE, FCC Class A, E-13

Software
Operating System Windows 7, WES 7, Windows 10,  Linux

I/O

* Use only with Single Link DVI Cables.
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In-Vehicle Com
puting

VBOX-3130
Intel Braswell N-Series Atom CPU In-Vehicle Computer with 9~36V DC Input

Intel N3160 Quad Core CPU up to 2.24GHz
Wireless support LTE, 3.5G, WLAN, GPS,
GSM/GPRS, Bluetooth
9V - 36V DC Power Input 
Smarter Vehicle Power Ignition for Variety Vehicle 
3 x RS-232 (COM1 & COM2 with 232/422/485)
2 x DI / 2 x DO (12V / 100mA)

Features

Power Ignition

Wireless

Wide Range

Battery Backup

Taiwan Patent No. M447854

System

I/O

CPU

Memory

Chipset

Graphics

ATA

LAN Chipset

Watchdog

Intel N3710 Quad Core CPU up  to 2.56GHz

Intel N3160 Quad Core CPU up  to 2.24GHz

Intel N3060 Dual Core CPU up  to 2.48GHz

1 x DDR3L-1600 SO-DIMM up to 8GB

N/A

Intel HD Graphics

2 x Serial ATA 2.0 Ports with 6Gb/s HDD transfer Rate

2 x Intel i210-AT Gigabit Ethernet

1 ~ 255 Level Reset

Serial Port

USB Port

LAN

Video Port

GPIO Port

Audio

Expansion Bus

Antenna

SIM Card Socket 

3 x RS-232 (COM1 & COM2 with RS-232/422/485)

2 x USB 3.0, 1 x USB 2.0

2 x RJ45 Ports for GbE

1 x HDMI and 1 x DVI-I*

2 In and 2 Out (12V / 100mA)

Mic-in/Line-out

3 x Mini-card Slots

4 x SMA-type External Antenna Connectors for LTE / WLAN

/ UMTS / GSM / GPRS / GPS / Bluetooth

2 x SIM Card Sockets Supported Onboard with eject

Power Requirement
Power Input

Power Management

Power Off Control

Backup Battery

9V - 36V DC Power Input 

Vehicle Power Ignition for Variety Vehicle

Power off Delay Time Setting by Software, Default is 5 Mins

Internal Battery Kit for 10 Mins Operating (Optional)

Patent No.:M447854 - Build-in Battery 

Qualification
Certifications CE, FCC Class A, EMark Compliance

Storage
Type 1 x 2.5” Drive Bay for SATA Type Hard Disk Drive / SSD

1 x SATA DOM

Mechanical
Construction

Mounting

Weight

Dimensions

Aluminum Alloy

Wall-mount, VESA-mount, Din Rail Mounting Kit

1406 g

182(L) x 167.6(W) x 54(H) mm

Ordering Information
Part Number

Description

VBOX-3130-000

Intel Braswell N3160 Atom CPU In-Vehicle Computer

with 9~36V DC Input

Environmental
Operating Temp.

Storage Temp.

Relative Humidity

Vibration(random)

Vibration Operating

Truck Storage

Shock

Crash Hazard

-40 ~ 70ºC (SSD), ambient w/ air

-40 ~ 80ºC

10 ~ 90% (non-condensing)

2.5g@5~500 Hz with SSD

MIL-STD-810G, Method 514.5, Category 20,

Ground Vehicle-Highway 

MIL-STD-810G, Method 514.5, Category 24, Integrity Test

Operating: MIL-STD-810G, Method 516.5, Procedure I,

Trucks and semi-trailers=15G (11ms) with SSD

MIL-STD-810G, Method 516.5, Procedure V, 

Ground equipment=100g

Software
Operating System Windows 7, WES 7, Windows 10, Ubuntu 14.04 above 

* Use only with Single Link DVI Cables.
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In-Vehicle Com
puting

System
CPU

Memory

Graphics

ATA

LAN Chipset

Watchdog

Intel Gen4 Dual Core 2980U 1.6 GHz (optional for Core i3/i5/i7)

1 x DDR3L-1600 SO-DIMM up to 8GB

Intel HD Graphics

2 x Serial ATA 2.0 Ports with 6Gb/s HDD Transfer Rate

2 x Intel i210-AT Gigabit Ethernet

1 ~ 255 Level Reset

Serial Port

USB Port

LAN

Video Port

GPIO Port

Audio

Expansion Bus

Antenna

SIM Card Socket 

3 x RS-232 (COM1 & COM2 with RS-232/422/485)

2 x USB 3.0 and 1 x USB 2.0 Ports 

2 x RJ45 Ports for GbE

1 x HDMI and DVI-I*

2 In and 2 Out (12V / 100mA)

Mic-in/Line-out

3 x Mini-card Slots

4 x SMA-type External Antenna Connectors for LTE / WLAN

/ UMTS / GSM / GPRS / GPS / Bluetooth

2 x SIM Card Sockets Supported Onboard with eject

Power Requirement
Power Input

Power Management

Power Off Control

Battery (UPS)

9V - 36V DC Power Input 

Vehicle Power Ignition for Variety Vehicle

Power off Delay Time Setting by BIOS and Software

Internal Battery Kit for 10 Mins Operating (Optional)

Patent No. : M447854 - Build-in Battery 

Qualification
Certifications CE, FCC Class A, E-13

Storage
Type 1 x 2.5” Drive Bay for SATA Type Hard Disk Drive / SSD

1 x SATA DOM

Mechanical
Construction

Mounting

Weight

Dimensions

Aluminum Alloy

Wall-mount, VESA-mount, Din Rail Mounting Kit

1406 g

182 x 167.6 x 54 mm

Ordering Information
Part Number

Description

763120010006

Intel Haswell Dual Core 2980U 1.6GHz CPU w/ 3 x RS-232/

DC 9-36V Input In-Vehicle Computer

VBOX-3120-3S
Intel Haswell Dual Core 2980U 1.6GHz CPU with 3 x RS-232/ DC 9-36V Input 
In-Vehicle Computer

Intel Gen4 Dual Core 2980U 1.6GHz
Wireless support LTE, 3.5G, WLAN, GPS,
GSM/GPRS, Bluetooth
9V - 36V DC Power Input 
Smarter Vehicle Power Ignition for Variety Vehicle 
3 x RS-232 (COM1&COM2 with RS-232/422/485)
2 x DI / 2 x DO (12V / 100mA)

Features

Environmental
Operating Temp.

Storage Temp.

Relative Humidity

Vibration(random)

Vibration Operating

Truck Storage

Shock

Crash Hazard

-40 ~ 70ºC (SSD), ambient w/ air

-40 ~ 80ºC

10 ~ 90% (non-condensing)

2.5g@5~500 Hz with SSD

MIL-STD-810G, Method 514.5, Category 20,

Ground Vehicle-Highway 

MIL-STD-810G, Method 514.5, Category 24, Integrity Test

Operating: MIL-STD-810G, Method 516.5, Procedure I,

Trucks and semi-trailers=15G (11ms) with SSD

MIL-STD-810G, Method 516.5, Procedure V, 

Ground equipment=100g

Software
Operating System Windows 7, WES 7, Windows 8.1,  Linux 3.0.X 

Power Ignition

Wireless

Wide Range

Battery Backup

Taiwan Patent No. M447854

I/O

* Use only with Single Link DVI Cables.
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In-Vehicle Com
puting

MBOX-6000
Intel D2550 Dual Core 1.86GHz Marine Box Computer

Intel Cedarview Atom D2550 Dual Core 1.86GHz   
Dual Intel GbE LAN port - RJ45 & 4xUSB ports
1 x VGA and 1 x DVI-I display output
1 x RS232/485 and 1xRS232/422/485
4 x digital isolated inputs (4-20mA)
4 x Digital isolated open-collector outputs
IEC60945 Maritine Certified

Features

System
CPU

Memory

Chipset

Graphics

ATA

LAN Chipset

Watchdog

Intel Cedarview Atom™ D2550 Dual Core 1.86 GHz

1 x DDR3-1066 SO-DIMM up to 4GB

Intel NM10

Intel GMA3650

2 x Serial ATA 2.0 Ports

2 x Intel i210-AT Gigabit Ethernet

1 ~ 255 Level Reset

Serial Port

USB Port

LAN

Option

Video Port

Audio Port

Expansion Bus

1 x RS232/422/485 and 1 x RS-232/RS-485

 ( optional up to 5 Serial port)

4 x USB 2.0 Ports

2 x RJ45 Ports for GbE, support WOL, PXE and Teaming

connectors can be changed to 2 x M12 on rear side

1 x DVI-I* Female Connector, 1 x VGA Connector Output

and 1 x Display Port optional

1 x Mic-In and 1 x Line-Out

2 x Mini-PCIe Card Slots & 1 x Mini-PCIe with SIM for 3G Module

Qualification
Certifications CE, FCC Class A, IEC60945 4th Edition

IACS E10, DNV 2.4

Storage

I/O

1 x CFast socket, external removable

OPTION: 1 x 2.5” Drive Bay for SATA Type Hard Disk Drive

/ SSD, external removable

Mechanical
Construction

Mounting

Weight

Dimensions

Aluminum Alloy

Wall-mount, VESA-mount, Din Rail Mounting Kit

1200 g (Barebone), TBD

200 (W) x 160 (D) x 55 (H) mm

Ordering Information
Part Number

Description

766000001000

Intel D2550 Dual Core 1.86GHz Marine Box Computer

Environmental
Operating Temp.

Storage Temp.

Relative Humidity

-25 ~ 70ºC, ambient w/ air

-30 ~ 80ºC

10 ~ 95% @ 40ºC (non-condensing)

Digital Input/Output
Input Channels

Input Voltage

Output Channels

Output Voltage

(OD):24VDC

4ch

Logic 0 : 0.8V max

Logic 1: 12V min. and 24V max

4ch

Output Capability Sink Current : 200mA

Logic 0 :0V

Power Requirement
DC Input Range

Nominal DC Input

Pin definition

+9V to 32VDC input with “maritime / industrial” surge protection

(reverse polarity)

+24VDC input

Positive, Chassis Ground, and Negative 

DDR3
1066

Dual
GbE Lan

VGA /
DVI-I

Dual
Core

5.1
Audio

Cedar
view

* Use only with Single Link DVI Cables.
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In-Vehicle Com
puting

System
Screen Size

Display Resolution

Interface

Driver System

Active Area(mm)

Pixel Pitch (mm)

Color Configuration

Backlight unit

Contrast Ratio

Brightness

View Angle

Recommended

Power Rating

Operating Temp.

Storage Temp.

Dimension

Certificate

Accessory

12.1 inch (Diagonal)

1024(H) x RGB x 768(V)

Digital

TFT Active Matrix

245.76(H) x 184.32(V)

0.3075 x 0.3075

R.G.B. Stripe

LED

700:1

1000 nits

80/80/80/80/deg.

1024 x 768 @60Hz

DC 9-32V

-30 to +80

-30 to +80

303 x 223 x 40 mm

CE/FCC, RoHS

Metal stand x 1, Car Cigarette lighter adapter x 1,

All-In-One cable x 1, Remote controller x 1, Touch driver x 1,

Users manual x 1, Touch Stylus x 1, Headrest Shroud x 1

Ordering Information
Part Number

Description

VDM-121-H

Ultra-Grade 12.1” TFT LCD VGA Touch Screen Monitor

with Metal Enclosure

VDM-121-H
Ultra-Grade 12.1” TFT LCD VGA Touch Screen Monitor with Metal Enclosure

High Resolution of Panel 1024 x 768 Pixels
High Contrast 700:1
Industrial Application Panel with Long Product
Life Cycle
One VGA Input
Resistive Touch
USB Interface
VESA Mountable 
Detachable Stand for Wall-mounting Application
Metal-Enclosure 

Features

4 : 3
Wide

Touch
Screen

3 Video
Inputs

2 Audio
Inputs

DC
9-32V

VGA

Concurrent Reception of GPS/QZSS, GLONASS, BeiDou
72-channel u-blox M8 Engine w/ Over 2 Million Effective
Correlators
-167dBm SuperSense® Acquisition & Tracking Sensitivity
10 Hz Position Update Rate
Standard Mini PCIe V1.2 Full-Mini Card(USB2.0 Interface)
Time To First Fix (TTFF) : <1 sec
Operating Temp. : -40ºC to 85ºC
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In-Vehicle Com
puting

VDM-102W
10.2" (16:9) Wide VGA Touch Screen

16:9 Wide Screen
Support Composite/Component/S-video Input
One VGA Input
Auto Reversing Function Among Composite/
Component/S-video
Touch Screen (USB Interface)
Resolution Support: 640 x 480~ 1024 x 768 for
VGA Mode
Auto Power On/Off Function for VGA Mode
NTSC/PAL/SECAM Auto Switching
VESA Mounting

Features

16 : 9
Wide

Touch
Screen

OSD
Control

VESA
MountingVGA

System
Display

Number of Pixels

Back Light

Drive System

Display Active Area

Resolution

Brightness Rating

Contrast Ratio

Viewing Angle

Video Input Systems

Power source

Operating Temp.

Storage Temp.

Audio

Power Consumption

Monitor Dimension

Certificate

10.2-inch TFT LCD

1,152,000 dots

LED

Active Martrix

174.0(H) x 104.4(V) mm

800(V) x 3(RGB) x 480(H)

400 cd/m2 (850 cd/m2 Optional)

350:1

50/70/70/70 deg.

NTSC/PAL Auto Switching

DC 9V ~ 32V

-30 to +85°C

-40 to +85 °C

1W x 1 Speaker

1000mA/10W (max)

251.5(W) x 176(H) x 27.5(D) mm

CE/FCC,RoHS

Ordering Information
Part Number

Description

782010201010

10.2” (16:9) Wide VGA Touch Screen
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In-Vehicle Com
puting

VDM-800W
Slim Design 8” (16:9) Wide Screen VGA Touch Function TFT LCD Monitor

16:9 Wide Screen
High Resolution 800(H)x480(V) Pixels
High Brightness 400cd/m2
Auto Power On for VGA Mode
Support Resolution 640x480~ 1600x1024 Pixels
OSD Function Control
NTSC/PAL Auto Switching
Two A/V Inputs Plus One Auto Reversing Input
One VGA Input
Touch Screen (USB Interface)
With Headrest Shroud & Stand
All-In-1 Cable
VESA Mounting

Features

System

Ordering Information

Display

Number of Pixels

Back Light

Drive System

Display Active Area

Resolution

Brightness Rating

Contrast Ratio

Viewing Angle

Video Input Systems

Power Source

Operating Temp.

Storage Temp.

Power Consumption

Monitor Dimension

Monitor with Shround

Dimension

8.0-inch TFT LCD

1,152,000 dots

LED

Active Martrix

174.0(H) x 104.4(V) mm

800(V) x 3(RGB) x 480(H)

400 cd/m2

350:1

V:>110, H:>120(typ.)

NTSC/PAL Auto Switching

DC 9-32V

-30 to +85 °C

-30 to +85 °C

1000mA/10W (max)

200(W) x 135(H) x 29(D) mm

238(W) x 153(H) x 30(D) mm

Part Number

Description

782008001010

Slim Design 8" (16:9) Wide Screen VGA Touch

Function TFT LCD Monitor

16 : 9
Wide

Touch
Screen

OSD
Control

VESA
MountingVGA



30

All speci�cations are subject to change without notice.

Display Com
puting

System
Screen Size

Display Resolution

Interface

Driver System

Active Area(mm)

Dot Pitch (mm)

Color Configuration

Backlight Unit

Contrast Ratio

Brightness

View Angle

Video Source

Frequency

Audio

Supported

Recommended

Power Rating

Operating Temp.

Storage Temp.

Dimensions

Certificate

Accessory

7 inch (18cm Diagonal)

800(H) x RGB x 480(V)

Digital

TFT Active Matrix

154.08(H) x 85.92(V)

0.0642(H) x RGB x 0.1790(V)

R.G.B. Stripe

High Power LEDs

500:1

400 nits

50/70/70/70/deg.

R.G.B. (0.7/1.0Vpp, 75 ohms)

Fh:30-80Khz, FV:60-75Hz

1W x 1 Speaker

640x480 ~ 1920x 1024 @60/70/75Hz

800x480 @60Hz

DC 9-32V

-30 to +85

-30 to +85

179.43 x 129.43 x 29.5 mm

CE/FCC, RoHS

Metal stand x 1, AC switching power supply x 1,

Car Cigarette lighter adapter x 1, All-In-One cable x 1,

Remote controller x 1, Touch driver x 1, Users manual x 1,

Touch Stylus x 1, Headrest Shroud x 1,

VDM-705W
High Quality 7” VGA TFT LCD Touch Screen

High Brightness 400cd/m2
16:9 Wide Screen
High Power LEDs Backlight with Mercury-free Solution
Three Video Inputs
Two Audio Input (L/R)
One VGA Input
USB Interface
Touch Screen Function
Resolution Support: 640 x 480~ 1920 x 1080 pixels
for VGA Mode
Auto Power On/Off Function
NTSC/PAL/SECAM Auto Switching
With Headrest Shroud & Metal Stand
Auto Reversing Function for Video 3
Auto Dimmer Function
DC 9-32V
CE / FCC / RoHS

Features

Ordering Information
Part Number

Description

782007051010

High Quality 7" VGA TFT LCD Touch Screen

16 : 9
Wide

Touch
Screen

3 Video
Inputs

2 Audio
Inputs

DC
9-32V

VGA
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Em
bedded Com

puting

System

I/O

CPU

Memory

Chipset

LAN Chipset

Watchdog

Intel Gen6 Core i7-6700TE (8M Cache 2.4GHz up to 3.4GHz)

Intel Gen6 Core i5-6500TE (6M Cache 2.3GHz up to 3.3GHz)

Intel Gen6 Core i3-6100TE (4M Cache 2.7GHz)

Intel Pentium Processor G4400TE (3M Cache, 2.40 GHz)

2 x DDR4 2133 MHz SO-DIMM up to 32GB

Intel® Q170 Platform Controller Hub

3 x Intel i210-AT and 1 x i219LM (support iAMT) Gb/s

Ethernet Controllers Onboard Support PXE and WOL

1 ~ 255 Level Reset

Serial Port

USB Port

LAN

Video Port

DIO Port

Audio

Expansion Bus

FES Expansion

4 x RS 232/422/485 w/1.5KVrms isolation (Auto Direction Control)

4 x USB 3.0 Ports

4 x RJ45 Ports for GbE (Optional for 4 x POE 15.4W per port)

2 x Display Port and1 x VGA Port (Triple Independent Display)

8 x GPI and 4 x GPO connector w/1.5KVrms isolation

1 x Line-out and 1 x Mic-in (Line-in Optional)

3 Full and 1 Half Mini-PCIe Slot (2 x SIM Card Socket for 3G/LTE)

Support PCI-E, USB,SMBus, GPIO and SATA (Customized for

Customer without NRE charge)

Graphics
Graphics

Resolution

Intel® HD Graphics 530

DirectX Video Acceleration (DXVA) for Accelerating Video

Processing - Full AVC/VC1/MPEG2 HW Decode

Supports DirectX 11/10.1/10/9 and OpenGL 4.0

Max Resolution (HDMI1.4) : 4096x2304@24Hz

Max Resolution (DP) : 4096x2304@60Hz

Storage
Type 2 x 2.5” Drive Bay for SATA Type HDD/SSD, Support RAID 0, 1

1 x SATA DOM

Mechanical
Construction

Mounting

Weight

Dimensions

Aluminum Alloy

Wall-mount, VESA-mount, Din Rail Mounting Kit

3860g (Barebone)

240(L) x 226(W) x 79(H) mm

Ordering Information
ABOX-5000-i7S Optional for i5S/i3S/C1S

Intel 6th-Gen Skylake Core i7/i5/i3 CPU w/ 4 GbE/ 4 ISO COM/

2 DP/ VGA/ 4 USB 3.0/ Fast Expansible Slot/ 9-36V Fanless 

Computer

Part Number

Description

ABOX-5000
Intel 6th-Gen Skylake Core i7/i5/i3 CPU w/ 4 GbE/ 4 ISO COM/ 2 DP/ VGA/
4 USB 3.0/ Fast Expansible Slot/ 9-36V Fanless Computer

Intel® 6th-Gen Quad Core i7 LGA1151 CPU
4 x RS-232/422/485 with 1.5KVrms isolated
8 x GPI and 4 x GPO with 1.5KVrms isolated
4 x GbE LAN (optional for 4 x PoE)
Dual Hot Swappable SATA Storage
9-36VDC input and operating Temp.: -40 ~ 70ºC
Fast Expansible Slot support PCI-E, USB,SMBus,
GPIO and SATA

Features

Power Requirement
Power Input

Power Protection

Power Management

Power Off Control

Battery (UPS)

9V - 36V DC Power Input

Automatics Recovery Short Circuit Protection

Vehicle Power Ignition for Variety Vehicle

Power off Delay Time Setting by BIOS and Software

Internal Battery Kit for 10 Mins Operating (Optional)

Patent No. : M447854 - Build-in Battery

Environmental
Operating Temp.

Storage Temp.

Relative Humidity

Vibration(random)

Vibration Operating

Truck Storage

Shock

Crash Hazard

Certifications

-40ºC ~ 70ºC (Default CPU 35Watt) 

-40ºC ~ 80ºC

0% RH – 95% RH

2.5g@5~500 Hz with SSD

MIL-STD-810G, Method 514.5, Category 20,

Ground Vehicle-Highway

MIL-STD-810G, Method 514.5, Category 24, Integrity Test

Operating: MIL-STD-810G, Method 516.5, Procedure I,

Trucks and semi-trailers=15G (11ms) with SSD

MIL-STD-810G, Method 516.5, Procedure V, 

Ground equipment=100g

CE, FCC Class A

Power Ignition

Delay Time

Wireless

Wide Range

Battery Backup

Taiwan Patent No. M448011
Taiwan Patent No. M447854
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Em
bedded Com

puting

System

I/O

CPU

Memory

Chipset

Graphics

ATA

LAN Chipset

Watchdog

Intel N3710 Quad Core CPU up  to 2.56GHz

Intel N3160 Quad Core CPU up  to 2.24GHz

Intel N3060 Dual Core CPU up  to 2.48GHz

1 x DDR3L-1600 SO-DIMM up to 8GB

N/A

Intel HD Graphics

2 x Serial ATA ports with 6Gb/s HDD Transfer Rate

2 x Intel i210-AT Gigabit Ethernet

1 ~ 255 Level Reset

Serial Port

USB Port

LAN

Video Port

GPIO Port

Audio

Expansion Bus 

2 x RS232/422/485  (Optional Max. 4 x RS-232)

2 x USB 2.0 and 2 x USB 3.0 Ports

2 x RJ45 Ports for GbE

HDMI/DVI/VGA(Through DVI-I*), Max. 3 Display Outputs

4 In and 4 Out GPIO Ports (5V Level)

Line-Out

3 x Mini-card Slots (1 with SIM for LTE/3G Only)

Qualification
Certifications CE, FCC Class A

Storage
Type 1 x 2.5” Drive Bay for SATA Type Hard Disk Drive / SSD

1 x SATA DOM

Mechanical
Construction

Mounting

Weight

Dimensions

Aluminum Alloy

Wall-mount, VESA-mount, Din Rail Mounting Kit

1200g (Barebone)

182(L) x 167.6(W) x 54(H) mm

Ordering Information
SBOX-2320-000

Intel Braswell N3060 Atom CPU / 2xLAN/ HDMI/ DVI/ 

VGA DC 9-36V Fanless Box PC

Part Number

Description

SBOX-2320
Intel Braswell N-Series Atom CPU / 2xLAN/ HDMI/ DVI/ VGA DC 9-36V 
Fanless Box PC

Intel Braswell N3060 Atom CPU
Triple Display Output (DVI / HDMI / VGA)
Embedded OS (WES7, Win10 & Ubuntu 14.04)
Dual Gigabit Ethernet and 2 x RS-232 
Wide Range Operating Temp. : -30~60ºC
Ultra Slim(54mm), Compact Size and Fanless  
DC 9-36V Power Input

Features

Environmental
Operating Temp.

Storage Temp.

Relative Humidity

Power Input

-30 ~ 60ºC, ambient w/ air

-40 ~ 85ºC

10 ~ 95% @ 40ºC (non-condensing)

DC 9-36V Input w/ Reverse Polarity OCP and OVP Protection

Software
Operating System Windows 7, WES 7, Windows 10, Ubuntu 14.04 above

DDR3L
1600

Intel
Braswell

Win 10/7
Linux

Dual
GbE Lan

DC
9-36V

DVI/VGA
HDMI

* Use only with Single Link DVI Cables.



35

All speci�cations are subject to change without notice.

System

I/O

CPU

Memory

Chipset

Graphics

ATA

LAN Chipset

Watchdog

Intel N3710 Quad Core CPU up  to 2.56GHz

Intel N3160 Quad Core CPU up  to 2.24GHz

Intel N3060 Dual Core CPU up  to 2.48GHz

1 x DDR3L-1600 SO-DIMM up to 8GB

N/A

Intel HD Graphics

2 x Serial ATA ports with 6Gb/s HDD Transfer Rate

2 x Intel i210-AT Gigabit Ethernet

1 ~ 255 Level Reset

Serial Port

USB Port

LAN

Video Port

GPIO Port

Audio

Expansion Bus 

2 x RS-232 Ports (2 x RS-232/422/485), Optional Max. 4 x RS-232

2 x USB 2.0 and 2 x USB 3.0 Ports

2 x RJ45 Ports for GbE

HDMI/DVI/VGA(Through DVI-I*), Max 3 Display Outputs

4 In and 4 Out GPIO Ports (5V Level)

Line-Out / Mic-in

2 x Mini-card Slots

Qualification
Certifications CE, FCC Class A

Storage
Type 1 x 2.5” Drive Bay for SATA Type Hard Disk Drive / SSD

1 x SATA DOM

Mechanical
Construction

Mounting

Weight

Dimensions

Aluminum Alloy

Wall-mount, VESA-mount, Din Rail Mounting Kit

1200g (Barebone)

182 x 167.6 x 40 mm

Ordering Information
SBOX-2300-000

Intel Braswell N3060 Atom CPU / 2xLAN/ HDMI/ DVI/ 

VGA/ DC 12V Fanless Box PC

Part Number

Description

SBOX-2300
Intel Braswell N-Series Atom CPU / 2xLAN/ HDMI/ DVI/ VGA/ DC 12V 
Fanless Box PC

Intel Braswell N3060 Atom CPU
Triple Display Output (DVI / HDMI / VGA)
Embedded OS (WES7, Win10 & Ubuntu 14.04)
Dual Gigabit Ethernet and 2 x RS-232 
Wide Range Operating Temp. : -30~60ºC
Ultra Slim(40mm), Compact Size and Fanless  
DC 12V Power Input

Features

Environmental
Operating Temp.

Storage Temp.

Relative Humidity

Power Input

-30 ~ 60ºC, ambient w/ air

-40 ~ 85ºC

10 ~ 95% @ 40ºC (non-condensing)

DC 12V Input

Software
Operating System Windows 7, WES 7, Windows 10, Ubuntu 14.04 above

DDR3L
1600

Intel
Braswell

Win 10/7
Linux

Dual
GbE Lan

DC
12V

DVI/VGA
HDMI

* Use only with Single Link DVI Cables.

Em
bedded Com

puting
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System

I/O

CPU

Memory

Chipset

Graphics

ATA

LAN Chipset

Watchdog

Intel Gen 4 Core i7-4650U 1.7GHz up to 3.3GHz

Intel Gen 4 Core i5-4300U 1.9GHz up to 2.9GHz

Intel Gen 4 Core i3-4010U 1.7GHz

Intel Gen 4 Dual Core Celeron 2980U 1.6GHz

1 x DDR3L-1600 SO-DIMM up to 8GB

N/A

Intel HD Graphics

2 x Serial ATA ports with 6Gb/s HDD Transfer Rate

2 x Intel i210-AT Gigabit Ethernet

1 ~ 255 Level Reset

Serial Port

USB Port

LAN

Video Port

GPIO Port

Audio

Expansion Bus 

3 x RS-232 Ports (2 x RS232/422/485), Option 4 x RS-232

2 x USB 2.0 Ports and 2 x USB 3.0

2 x RJ45 Ports for GbE

HDMI/DVI/VGA(Through DVI-I*)

4 In and 4 Out GPIO Ports (5V Level)

Line-Out

3 x Mini-card Slots (1 with SIM for 3G Only)

Qualification
Certifications CE, FCC Class A, UL

Storage
Type 1 x 2.5” Drive Bay for SATA Type Hard Disk Drive / SSD

1 x SATA DOM

Mechanical
Construction

Mounting

Weight

Dimensions

Aluminum Alloy

Wall-mount, VESA-mount, Din Rail Mounting Kit

1200g (Barebone)

182(L) x 167.6(W) x 54(H) mm

Ordering Information
762620011000 - SBOX-2620-C1 System (C1 can be i3/i5/i7)

Intel Gen4 Core i7-4650U with HD 5000 GPU/ 2xLAN/

HDMI/ DVI/ VGA DC 9-36V Fanless Box PC

Part Number

Description

SBOX-2620
Intel Gen4 Core i7-4650U with HD 5000 GPU / 2xLAN/ HDMI/ DVI/ VGA
DC 9-36V Fanless Box PC

Intel Core i7-4650U / Core i5-4300U
Triple Display Output (DVI / HDMI / VGA)
Embedded OS (Win 8 / 7 and Linux)
Dual Gigabit Ethernet and 2 x RS-232 
Wide Range Operating Temp. : -30~60ºC
Ultra Slim(54mm), Compact Size and Fanless  
DC 9-36V Power Input

Features

Environmental
Operating Temp.

Storage Temp.

Relative Humidity

Power Input

-30 ~ 60ºC, ambient w/ air

-40 ~ 85ºC

10 ~ 95% @ 40ºC (non-condensing)

DC 9-36V Input w/ Reverse Polarity OCP and OVP Protection

Software
Operating System Windows 10,  Windows 7 32/64, WES 7, Linux 3.8.X

DDR3L
1600

Intel
Gen4 CPU

Win 10/7
Linux

Dual
GbE Lan

DC
9-36V

DVI/VGA
HDMI

* Use only with Single Link DVI Cables.
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System

I/O

CPU

Memory

Chipset

Graphics

ATA

LAN Chipset

Watchdog

Intel Gen 4 Core i7-4650U 1.7GHz up to 3.3GHz

Intel Gen 4 Core i5-4300U 1.9GHz up to 2.9GHz

Intel Gen 4 Core i3-4010U 1.7GHz

Intel Gen 4 Dual Core Celeron 2980U 1.6GHz

1 x DDR3L-1600 SO-DIMM up to 8GB

N/A

Intel HD Graphics

2 x Serial ATA ports with 6Gb/s HDD Transfer Rate

2 x Intel i210-AT Gigabit Ethernet

1 ~ 255 Level Reset

Serial Port

USB Port

LAN

Video Port

GPIO Port

Audio

Expansion Bus 

2 x RS-232 Ports (2 x RS-232/422/485), Optional Max. 4 x RS-232

2 x USB 2.0 Ports and 2 x USB 3.0

2 x RJ45 Ports for GbE

HDMI/DVI/VGA(Through DVI-I*)

4 In and 4 Out GPIO Ports (5V Level)

Line-Out / Mic-in

2 x Mini-card Slots

Qualification
Certifications CE, FCC Class A, UL

Storage
Type 1 x 2.5” Drive Bay for SATA Type Hard Disk Drive / SSD

1 x SATA DOM

Mechanical
Construction

Mounting

Weight

Dimensions

Aluminum Alloy

Wall-mount, VESA-mount, Din Rail Mounting Kit

1200g (Barebone)

182 x 167.6 x 40 mm

Ordering Information
762600011000 - SBOX-2600-C1 System (C1 can be i3/i5/i7)

Intel Gen4 Core i7-4650U CPU with HD 5000 GPU / 2xLAN/

HDMI/ DVI/ VGA DC 12V Fanless Box PC

Part Number

Description

SBOX-2600
Intel Gen4 Core i7-4650U CPU with HD 5000 GPU / 2xLAN/ HDMI/ DVI/ VGA/
DC 12V Fanless Box PC

Intel Core i7-4650U / Core i5-4300U
Triple Display Output (DVI / HDMI / VGA)
Embedded OS (Win 8 / 7 and Linux)
Dual Gigabit Ethernet and 2 x RS-232 
Wide Range Operating Temp. : -30~60ºC
Ultra Slim(40mm), Compact Size and Fanless  
DC 12V Power Input

Features

Environmental
Operating Temp.

Storage Temp.

Relative Humidity

Power Input

-30 ~ 60ºC, ambient w/ air

-40 ~ 85ºC

10 ~ 95% @ 40ºC (non-condensing)

DC 12V Input

Software
Operating System Windows 8.1 32/64,  Windows 7 32/64, WES 7, Linux 3.8.X

DDR3L
1600

Intel
Gen4 CPU

Win 8/7
Linux

Dual
GbE Lan

DC
12V

DVI/VGA
HDMI

* Use only with Single Link DVI Cables.

Em
bedded Com

puting
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VDB-310/320
4/8 ch Mini-PCIe Video Capture Card Support 4/8 CCTV Cameras Input and
4/8 MIC Input at the Same Time

Mini-PCIe (Mini Card) Interface
Up to 4-channel Video Inputs (VDB-310)

Up to 8-channel Video Inputs (VDB-320)

D1, Half-D1, CIF Resolution
Windows Driver & SDK Provide

Features

System
Dimension

Interface

ADC

Video Input

Audio Input

Audio Format

WatchDog

Board Temp.

SDK

VGA

30 x 50.95 mm

Mini card (PCIe x 1)

10BITS

4CH (VDB-310) / 8CH (VDB-320)

4CH (VDB-310) / 8CH (VDB-320)

MONO / 8 ~ 16BITS / 8000 ~ 48000HZ

1~255 Level

40ºC

VC++ / .NET / BCB / VB V4L2

1024 x 768, DirectX 9.0c Compatible Graphic Card

Software
Operating System Win XP / Vista /  7 / 10, Linux 2.6.20 or Higher

(32 Bits and 64 Bits)

Ordering Information
VDB-310

VDB-320

573100071090

4-ch Mini-PCIe video capture card with Software Develop Kit

573200071090

8-ch Mini-PCIe video capture card with Software Develop Kit

Display Video
Format

Resolution

YV12,NV12,YUY2,RGB24,RGB32                        

        NTSC                                     PAL

720x480@30FPS                  720x576@25FPS

704x480@30FPS                  704x576@25FPS 

640x480@30FPS                  640x576@25FPS

720x240@30FPS                  720x288@25FPS

704x240@30FPS                  704x288@25FPS

640x240@30FPS                  640x288@25FPS

360x240@30FPS                  360x288@25FPS

352x240@30FPS                  352x288@25FPS

320x240@30FPS                  320x288@25FPS

Recording Video
Format

Resolution

(Dual Stream)

MPEG4 / H.264 (Software Compression)                      

        NTSC                                     PAL

720x480@30FPS                  720x576@25FPS

704x480@30FPS                  704x576@25FPS 

640x480@30FPS                  640x576@25FPS

720x240@30FPS                  720x288@25FPS

704x240@30FPS                  704x288@25FPS

640x240@30FPS                  640x288@25FPS

360x240@30FPS                  360x288@25FPS

352x240@30FPS                  352x288@25FPS

320x240@30FPS                  320x288@25FPS
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Video Surveillance

System I/O
CPU

Memory

Chipset

Graphics

ATA

LAN Chipset

Watchdog

Intel Gen 4 Core i7-4650U 1.7GHz up to 3.3GHz

Intel Gen 4 Core i5-4300U 1.9GHz up to 2.9GHz

Intel Gen 4 Core i3-4010U 1.7GHz

Intel Gen 4 Dual Core Celeron 2980U 1.6GHz

1 x DDR3L-1600 SO-DIMM up to 8GB

N/A

Intel HD Graphics

2 x Serial ATA ports with 6Gb/s HDD Transfer Rate

2 x Intel i210-AT Gigabit Ethernet

1 ~ 255 Level Reset

Serial Port

USB Port

LAN

Video Port

GPIO Port

Audio

Expansion Bus 

1 x RS-232 Ports (1 x RS232/422/485)

2 x USB 2.0 Ports and 2 x USB 3.0

2 x RJ45 Ports for GbE

1 x HDMI and DVI-I Output

4 In and 4 Out GPIO Ports (5V Level)

Line-Out

3 x Mini-card Slots (1 with SIM for 3G Only)

Qualification
Certifications CE, FCC Class A, UL

Storage
Type 1 x 2.5” Drive Bay for SATA Type Hard Disk Drive / SSD

1 x SATA DOM

Ordering Information
SBOX-2620-V4-000, SBOX-2620-V8-000

Intel Gen4 Core i7-4650U with HD 5000 GPU / 2xLAN/ VGA/

HDMI/ DVI/ 4/8 xD1 Video Input/ DC 9-36V Fanless Box PC

Part Number

Description

SBOX-2620-V4/V8
Intel Gen4 Core i7-4650U with HD 5000 GPU / 2xLAN/ HDMI/ DVI/ VGA/ 
4/8 xD1 Video Input/ DC 9-36V Fanless Box PC

Intel Core i7-4650U / Core i5-4300U
Triple Display Output (DVI / HDMI / VGA)
4(V4) / 8(V8) x D1 Video Input Camera
Dual Gigabit Ethernet and 2 x RS-232 
Wide Range Operating Temp. : -30~60ºC
Ultra Slim(54mm), Compact Size and Fanless  
DC 9-36V Power Input

Features

Environmental & Mechanical
Operating Temp.

Storage Temp.

Relative Humidity

Power Input

Construction

Mounting

Weight

Dimensions

-30 ~ 60ºC, ambient w/ air

-40 ~ 85ºC

10 ~ 95% @ 40ºC (non-condensing)

DC 9-36V Input w/ Reverse Polarity OCP and OVP Protection

Aluminum Alloy

Wall-mount, VESA-mount, Din Rail Mounting Kit

1200g (Barebone)

182(L) x 167.6(W) x 54(H) mm

Software
Operating System Windows 8.1 32/64,  Windows 7 32/64, WES 7, Linux 3.8.X

DDR3L
1600

Intel
Gen4 CPU

4/8 Video
Input

Dual
GbE Lan

DC
9-36V

DVI/VGA
HDMI

DVR Specification 
Video Input

Video Recording

Video Display

Resolution 
(S/W MPGE4 or
 H.264)

Audio Input

Audio Format

Software

4CH (V4) / 8CH (V8)  (8 x BNC Connectors)

Total 120FPS (NTSC), 100FPS (PAL) @ D1 Real-Time (V4)

Total 240FPS (NTSC), 200FPS (PAL) @ D1 Real-Time (V8)

Total 120FPS (NTSC), 100FPS (PAL) @ D1 (V4)

Total 240FPS (NTSC), 200FPS (PAL) @ D1 (V8)

        NTSC                                     PAL

720x480@30FPS                  720x576@25FPS

704x480@30FPS                  704x576@25FPS 

640x480@30FPS                  640x576@25FPS 

720x240@30FPS                  720x288@25FPS

704x240@30FPS                  704x288@25FPS

640x240@30FPS                  640x288@25FPS

360x240@30FPS                  360x288@25FPS

352x240@30FPS                  352x288@25FPS

320x240@30FPS                  320x288@25FPS

4CH (V4) / 8CH (V8) 

MONO / 8 ~ 16BITS / 8000 ~ 48000HZ

SDK for Windows XP, 7, Linux 2.6.20 or Higher
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Video Surveillance

System

I/O

CPU

Memory

Chipset

LAN Chipset

Watchdog

Intel Gen6 Core i7-6700TE (Optonal for i7/i5/i3/Celeron)

2 x DDR4 2133 MHz SO-DIMM up to 32GB

Intel® Q170 Platform Controller Hub

3 x Intel i210-AT and 1 x i219LM (support iAMT) Gb/s

Ethernet Controllers Onboard Support PXE and WOL

1 ~ 255 Level Reset

Serial Port

USB Port

LAN

Video Port

DIO Port

Audio

Expansion Bus

FES Expansion

4 x RS 232/422/485 w/1.5KVrms isolation (Auto Direction Control)

4 x USB 3.0 Ports

4 x RJ45 Ports for GbE (Optional for 4-8 x POE 15.4W per port)

2 x Display Port and1 x VGA Port (Triple Independent Display)

8 x GPI and 4 x GPO connector w/1.5KVrms isolation

1 x Line-out and 1 x Mic-in (Line-in Optional)

2 Full and 1 Half Mini-PCIe Slot (2 x SIM Card Socket for 3G/LTE)

Support PCI-E, USB,SMBus, GPIO and SATA

Storage
Type 2 x 2.5” Drive Bay for SATA Type HDD/SSD, Support RAID 0, 1

1 x SATA DOM

Mechanical
Construction

Mounting

Weight

Dimensions

Aluminum Alloy

Wall-mount, VESA-mount, Din Rail Mounting Kit

3860g (Barebone)

240(L) x 226(W) x 79(H) mm

Ordering Information
ABOX-5000-V8 Optional for i5S/i3S/C1S

Intel 6th-Gen Skylake Core i7/i5/i3 CPU w/ 4 GbE/ 4 ISO COM/

2 DP/ VGA/ 4 USB 3.0/ Fast Expansible Slot/ 8 x D1 Video

Input 9-36V Fanless Computer

Part Number

Description

ABOX-5000-V8
Intel 6th-Gen Skylake Core i7/i5/i3 CPU w/ 4 GbE/ 4 ISO COM/ 2 DP/ VGA/
4 USB3.0/ Fast Expansible Slot/ 8 x D1 Video Input/ 9-36V Fanless computer

Intel® 6th-Gen Core™ i7/i5/i3 LGA1151 CPU
4 x RS 232/422/RS485 with 1.5KVrms isolated
8 x GPI and 4 x GPO with 1.5KVrms isolated
8 x D1 Video Input Camera
Dual Hot Swappable SATA Storage
9-36VDC input and operating Temp.: -40 ~ 70ºC
Fast Expansible Slot support PCI-E, USB, SMBus,
GPIO and SATA

Features

Power Requirement
Power Input

Power Protection

Power Management

Power Off Control

Battery (UPS)

9V - 36V DC Power Input

Automatics Recovery Short Circuit Protection

Vehicle Power Ignition for Variety Vehicle

Power off Delay Time Setting by BIOS and Software

Internal Battery Kit for 10 Mins Operating (Optional)

Patent No. : M447854 - Build-in Battery

Environmental
Operating Temp.

Storage Temp.

Relative Humidity

Certifications

-40ºC ~ 70ºC (Default CPU 35Watt) 

-40ºC ~ 80ºC

0% RH – 95% RH

CE, FCC Class A

Power Ignition

Delay Time

Wireless

Wide Range

Battery Backup

Taiwan Patent No. M448011
Taiwan Patent No. M447854

DVR Specification 
Video Input

Video Recording

Video Display
Resolution 
(S/W MPGE4 or
 H.264)

Audio Input

Audio Format

8 CH (8 x BNC Connectors)

Total 240FPS (NTSC), 200FPS (PAL) @ D1 Real-Time

Total 240FPS (NTSC), 200FPS (PAL) @ D1

        NTSC                                     PAL

720x480@30FPS                  720x576@25FPS

704x480@30FPS                  704x576@25FPS 

640x480@30FPS                  640x576@25FPS 

720x240@30FPS                  720x288@25FPS

704x240@30FPS                  704x288@25FPS

640x240@30FPS                  640x288@25FPS

360x240@30FPS                  360x288@25FPS

352x240@30FPS                  352x288@25FPS

320x240@30FPS                  320x288@25FPS

8CH 

MONO / 8 ~ 16BITS / 8000 ~ 48000HZ
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